
1.8Nm AC TUBULAR MOTOR

Part Number: R1928-AUS

SPECIFICATIONS

Rated Voltage 100-240v AC

Rated Current 1.6A

Rated Torque 1.8Nm

Max Revolution No Limit

Speed 25rpm

Radio Frequency 433.92MHz

RF Modulation ASK

IP Rating IP44

Limit Switch Type Electronic

Temp Working Range -4°F to 122°F (-20°C to 50°C)

Insulation Class III

Sound Level 30dB

Cable
3 Core with Screw Molex - Active, 
Neutral, Earth

•	 6kg maximum weight capacity.

•	 Simple to program and set.

•	 4 additional mid limit settings.

•	 Minimum blind size 650mm.

•	 Short/Open Circuit Protection.

•	 Keeps Limits when power is off.

•	 Works with Louvolite Home Hub.

•	 3 year warranty.

FEATURES
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COMPATIBLE TUBES

40mm 
R8024

40mm HD 
R8025-5.8

45mm 
R8027

45mm HD 
R8029

Electronic 
Limit

433.92MHz Favourite 
Position

Soft Start 
and Stop

240V
AC Power

Screw Molex 
Connection

Also compatible with 38, 43 & 49mm Roller Tube
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APPLICATIONS

Roller Roman Vision

1 Channel Remote
R1940-1CH

2 Channel Remote
R1941-1CH

6 Channel Remote
R1942-6CH

16 Channel Remote
R1944-16CH

40mm Motor Plate/ Crown/ Drive/ 40mm Brackets 
and 40mm Idle End - R1990-40-1.8N

45mm Motor Plate/ Crown/ Drive/ 45mm Brackets 
and 45mm Idle End - R1990-45-WH-1.8N

45mm Crown and Drive Wheel Only - Suitable for R8027 
RL-45-1.8

40mm Motor Plate/ 40mm Brackets/ 45mm Idle/ Crown/ 
Drive End - R1990-45-AUS-1.2-1.8

Crown and Drive Wheel Only for 38mm Tube
RLCM38-1.8

Crown and Drive Wheel Only for 43 & 49 Tube
RLCM43-1.8

Louvolite One Touch® Wi-Fi Hub
R1764-AU

ACCESSORY INDEX

CONTROL OPTIONS

   R1940-1CH        R1941-2CH        R1942-6CH       R1944-16CH

Home Hub
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MOLEX CABLE OPTIONS

2mtr - R1714-2M-AUS
5mtr - R1714-5M-AUS

Siri

    

Remotes


